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優勢

背面護網設計保持濾褶形狀及位置

圓弧形濾褶適合所有濾材使用

耐潮濕型紙板

結構牢固

應用 防止在通風系統中冷熱盤管累積的灰塵髒污

外框 纸板

濾材 複合纖維

推薦終阻力 250 Pa

最高溫度 (°C) 70ºC maximum in continuous service

安裝選項 可選擇正面緊壓或側面抽取式的安裝框架(Type 8 或 FC外框)

評論 防火等級: UL900

料號 類型 EN779 ASHRAE 52.2-2017 ISO16890 尺寸W*H*D(mm) 風量/初阻力(m³/h/Pa) 重量(Kg) 能耗 能耗等級 ePM1 ePM1min ePM2,5 ePM2,5min ePM10

54862005 30/30 24x24x1 G4 MERV 8 ePM10 50% 594x594x22 2380/60 0.6 >1100 E 3 3 14 13 50
54862011 30/30 24x20x1 G4 MERV 8 ePM10 50% 495x594x22 1980/60 0.53 E
54862002 30/30 20x20x1 G4 MERV 8 ePM10 50% 495x495x22 1650/60 0.4 E
54862003 30/30 25x20x1 G4 MERV 8 ePM10 50% 495x622x22 2065/60 0.55 E
54862001 30/30 20x16x1 G4 MERV 8 ePM10 50% 394x495x22 1326/60 0.3 E
54862004 30/30 25x16x1 G4 MERV 8 ePM10 50% 394x622x22 1650/60 0.42 E
54862010 30/30 24x12x1 G4 MERV 8 ePM10 50% 292x594x22 1190/60 0.3 E
49880005 30/30 24x24x2 G4 MERV 8 ePM10 50% 594x594x44 3400/70 0.78 >1100 E 3 3 14 13 50
49880002 30/30 20x20x2 G4 MERV 8 ePM10 50% 495x495x44 2363/70 0.55 E
49880003 30/30 25x20x2 G4 MERV 8 ePM10 50% 495x622x44 2958/70 0.7 E
49880012 30/30 24x20x2 G4 MERV 8 ePM10 50% 495x594x44 2839/70 0.45 E
49880015 30/30 24x18x2 G4 MERV 8 ePM10 50% 444x594x44 2550/70 0.61 E
49880004 30/30 25x16x2 G4 MERV 8 ePM10 50% 394x622x44 2363/70 0.55 E
49880001 30/30 20x16x2 G4 MERV 8 ePM10 50% 394x495x44 1870/70 0.44 E
49880017 30/30 24x16x2 G4 MERV 8 ePM10 50% 394x594x44 2270/70 0.55 E
49880009 30/30 20x14x2 G4 MERV 8 ePM10 50% 343x495x44 1658/70 0.25 E
49880006 30/30 24x12x2 G4 MERV 8 ePM10 50% 289x594x44 1700/70 0.4 E
59413010 30/30 25x25x4 G4 MERV 8 ePM10 50% 619x619x95 3689/65 0.5 D
59413001 30/30 24x24x4 G4 MERV 8 ePM10 50% 594x594x95 3400/65 1.45 1098 D 3 3 14 13 50
59413006 30/30 25x20x4 G4 MERV 8 ePM10 50% 492x619x95 2958/65 0.45 D
59413008 30/30 24x20x4 G4 MERV 8 ePM10 50% 492x594x95 2839/65 1.02 D
59413003 30/30 20x20x4 G4 MERV 8 ePM10 50% 492x492x95 2363/65 0.3 D
59413005 30/30 25x16x4 G4 MERV 8 ePM10 50% 390x619x95 2363/65 0.25 D
59413004 30/30 20x16x4 G4 MERV 8 ePM10 50% 390x492x95 1870/65 0.25 D
59413002 30/30 24x12x4 G4 MERV 8 ePM10 50% 289x594x95 1700/65 0.6 D


